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MASS: SURFACE AREA: VOLUME:
PROJECTION:

TOLERANCE: U.N.O

X�$� �#� 0.5�$�
X �#� 1
X.X �#� 0.2
X.XX �#� 0.02
>1000 mm + �#� 2

ALL DIMENSIONS IN MM AT 20�$�C TEMP U.N.O 
DRAFTING STANDARD AS1100.101 & AS1100.201 
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CC1400Mk4 132kW 4P 1000V 2S IC 2SIL 
VTA

Drawn L PADGETT 18-01-23

Checked . Scale

Approved . NTS

-

4187.3 kg 152.63 m
2

1.328 m
3

19-01-23 DRAWING FORMAT UPDATED 4 L PADGETT

DATE DESCRIPTION REV BY

 PARTS LIST
MASS (ea) kgQTYDESCRIPTIONREVPART NOITEM

519.42CC1400 AXIAL FAN CASING- INLET 90/110kW121400-0011

89.41CC1400 INLET CONE31400-0042

26.63MOUNTING FOOT- CC1400 FAN- STD31400-0073

175.62CC1400 AXIAL FAN GUIDE VANE WELDED ASSY71400-0254

18.41CC1400 PLASTIC VENT TUBE ADAPTER TO 1400mm DUCT21400-0705

4.22TRANSPORT FOOT- CC1400 SILENCER41400-0716

143.62
CC1400Mk4- 27deg 80mm BORE 132kW- IMPELLER 
MACHINING

31400-1287

181.92CC1400 AXIAL FAN SILENCER- RIVETED ASSEMBLY61400-2808

940.02
TECO 132kW 4P 280MC (CUSTOM FRAME 280L INTERNAL) 
1000 VOLT MOTOR

3EM-1459

35.02TERMINAL BOX- SUIT TECO D280-315 FRAME3MOTOR-TERM-BOX-TECO-D280-31510

ASSEMBLY NOTES
 
1. ALL MOTOR HOLD DOWN BOLTS, NUTS AND WASHERS TO COMPLY WITH 
   AS1110 CLASS 8.8 ZINC PLATED. CONE LOCKING NUTS TO BE USED. 
   ENSURE BOLTS ARE TIGHTENED TO CORRECT TORQUE
2. ALL FLANGE BOLTS, NUTS AND WASHERS TO COMPLY WITH AS1111 CLASS 4.6 ZINC PLATED U.N.O

SEE DETAIL A-
LIFTING LUG 8 PLACES
SPACED AS SHOWN
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DETAIL A
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